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SECTION A-A

ELEVATION

GROOVE DETAIL
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1’-0’’ Match sidewalk

on superstructure.

Same as on

Normal

Face of

End Post

Provide opening

Do not

See Groove

Detail.

Constr.

Joint Epoxy coated dowels to lap with

normal wing wall reinforcing.

In order to insure a smooth and acceptable

Notes:

All  longitudinal bars are #5 spaced

All keys are nominal size.
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Ribbed flat 6’’ waterstop.

chamfer. *
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Chamfer

Constr.

Joint with

2’’x4’’ Key.
þÿ �

as shown, maximum spacing 1’-3’’.
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Top of

finished

sidewalk

cheek wall

reinforcing

to match

roadway joint.

6’’

#5   @ 1’-0’’ c/c

epoxy coated.

4.

When striations are specified, see

Standard No. M(6.11)86-181 for revisions

to Section A-A.

Place vertical  joint at end of 

backwall at sidewalk and curb.
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Do not place any year built

markings or junction

boxes in this area where

approach traffic barrier is

specified to be attached

to the end post.

surface, 420.03.11 will  be strictly adhered to.

bridge proper.

 

 

 

 

For detail  of combination

curb and gutter see Std. 

No. MD-620.02.

Epoxy coated

dowels to lap with

normal wing wall

reinforcing.

V
a
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s

þÿ���’�’� �p�r

joint filler

3 ply

roofing

paper

4’’ or 5’’

sidewalk

as required.

Concrcete End Post - See Plans
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7/29/98

1-22-01

9-22-06

BRIDGE END POST (WITH SEPARATE SIDEWALK)

FOR BRIDGE WITH RAILING

BR-SB(6.45)-98-329

DIRECTOR

OFFICE OF STRUCTURES

OFFICE OF STRUCTURES


